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Dual beam
Flood (Wide beam) 

Spot (Narrow beam)

Hybrid technology

Supplied with rechargeable
Lithium-Polymer battery

OR

Can be used with 
3 x AAA Alkaline batteries

(Not included)

Flood Spot

Spot Beam

Flood Beam

Features:
•	 330 lumens with 130m Wide beam 
•	 Safety Lock: Prevents accidental power
	 loss during storage or transportation
•	 Brightness memory function
•	 Helmet mountable with clips
•	 Adjustable non-slip head straps

Supplied with: Rechargeable Lithium-Polymer and USB charging cable 
and Lithium battery 
Optional Accessories: Spare battery: BA18650-USB, 
Helmet clips: SPPCLIPS, AC Adaptor UK or EU: CH-USB-UK/EU, 
12/24V Vehicle charger: CHIC3.7-LI-ION

HeadStar
Rechargeable with dual beam and hybrid technology

Scan for multi 
language information

HeadStar

330

Up to 130m

5-7hrs

Spot + Flood/Flood/Spot

3.7V 800mAh, 2.96Wh

2.5rs

IPX4

59x48x36mm

89g

NSHEADSTAR-R

Li-ion

MODE

CODE

82

SAFATEX head torches
Intrinsically safe ATEX head torches

ZONE 0

ATEX: Ex: II 1G Ex ia IIC T4 GA
DEMKO 14 ATEX 1354X
IECEx: Mining: Ex ia Ma
Gas: Ex ia llC T4 Ga
IECEX UL 15.0086X
UL: Class I DIV 1&2 Groups A B C D
Class II DIV 1&2 Groups E F G
Class III Temp Code: T4 IP67
File Number E324236

Certification and Standards

SIGMA ATEX Head Torch Mini

Sigma Atex Mini Sigma Atex Pro

140 220/100

Up to 86m Up 100m

6hrs 5-12hrs

High High/Low

3 x AAA batteries (not included)

IP67 IP67

70x60x60mm 80x50x45mm

110g 143g

NSSAFA-HTMINI NSSAFA-HTPRO

MODE

CODE

Features:
•	 Strong ABS housing + durable rubber coating
•	 ATEX Zone 0 gas compliant
•	 Fully adjustable silicone headband 
•	 Safety locking battery compartment
•	 Gas pressure release valve

Optional Accessories: Helmet clips: SPPCLIPS

Scan for multi 
language information

Visit our youtube channel
to see these product in action

Contact us to receive a SAFATEX Catalogue
with our full range of ATEX products. 
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ATEX: Ex: l M1 Ex ia l Ma
Ex: II 1G Ex ia IIC T4 Ga
DEMKO 15 ATEX 1546X
IECEx: Mining: Ex ia Ma
Gas: Ex ia llC T4 Ga
IECEX UL 15.0086X
UL: Class I DIV 1&2 Groups A B C D
Class II DIV 1&2 Groups E F G
Class III
Temp Code: T4 IP67
File Number E324236

Certification and Standards

SIGMA ATEX Head Torch Pro

MINING
APPROVED

ZONE 0

- 330 Lumens/130m beam
- Runtime 5-7 hours
- Spot + flood beam
- Safety Lock


